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Use zipper foot on machine. 


STEP ] — LEFT FRONT-faced edge (left side of garment when worn) 
— Remove top-stitching that holds facing. Open out facing; place 
closed zipper on it, face-down, end of tape at bottom of opening. 
Easing fabric to zipper, pin tape to opened-out facing over old stitch- 
ing line. Baste. Stitch to opened-out facing with two rows of stitching, 
stopping at waistband seam line. Fold facing in place; baste it. 


Open zipper. If necessary, cut off end of stitched 
zipper-half Ys above waistband seam line as 


Trouser Zipper —— Directions given here are for REPLACEMENTS only. 
For trousers made from a pattern, follow pattern instructions, 
CUTTING THE ZIPPER — Medium weight 
trouser zippers are 11” long, heavyweight PREPARATION 
trouser zippers are 9” long. For shorter ® Examine garment to see how 
plackets, begin with full length of zipper, cut zipper is putin. Adapt follow- 
ing directions te utilize old 


folds and stitching lines. 
® Remove old zipper by 


between teeth and across tapes when di- 
rected in Step 1 and before Step 2. Waist- 
band acts as top-stop for zipper slider. 


CAUTION: Keep zipper closed when washing or dry- ripping out stitching. shown (a). 
cleaning . . . Open zipper all the way when putting on ® Trim off tapes of new zipper Tuck zipper-end under waistband. Topstitch across 
or taking off a garment. V4’ below bottom stop. 


(b), carefully guiding needle between teeth. 


(continued on other*;av) © 


stitch 
through |, |f you cut first zipper-half, close zipper and cut second half Change to regular pi 


Ys above waistband seam line. Open zipper. 
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RIGHT FRONT (with extension) — Working on 
outside of garment and from bottom of opening, pin edge 


of opening (not extension — see c) over zipper tape close 


to teeth. Tuck zipper-end under waist- 


band. Baste extension in place and 
stitch through ail thicknesses (c). Top- 


stitch waistband seam (d), 


needle between teeth. 


guiding 


- LEFT FRONT — Keeping other side 
of opening out of the way, stitch facing on out- 
side as shown (e) over old stitching line. On 
inside at bottom, hand stitch raw tape-ends to 
facing and edge of extension to edge of facing. 
Press. 


Replace any extra stitching (bar tack or other) 
that you have ripped out. 


COATS & CLARK’S ZIPPERS are uncondition- 


ally guaranteed, If they fail to give complete 


satisfaction, return the 


m to your dealer or to 


d 


Dept. Y, Box 495, Fair Lawn, N. J. 


us for exchange or refpnd. 
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